
The Safety Information on this assessment has been developed for Hireworks Ltd to assist in the safe operation of 
this equipment. This information contains general information only and should not be relied upon as a substitute 
for professional advice, which the user should seek before operating. Once printed this is an uncontrolled copy.  

RAMSET GUN 12

Operating and Safety Instructions

POWDER ACTUATED GUN 
 

USES Fastening timber to masonry/steel 

PRE CHECK
Ensure tool has a current certificate of fitness 
Open tool and ensure it is unloaded and clear of obstructions 
Warn people in immediate vicinity of your intentions and ensure area is clear. 

STARTING
Load tool with correct pin and charge for application 

OPERATION
Press tool firmly and flatly on work surface 
Call clearly 'firing' delay three seconds then pull trigger 

STOPPING
Release trigger 

SAFETY PRECAUTIONS AND EQUIPMENT
Treat powder actuated tools with same respect as fire arms 
Wear earmuffs and goggles 
Ensure worksite is clear of obstructions and people. 

HAZARDS
If tool fails to fire keep in position for 10 seconds, then unload 
Pins can penetrate walls if incorrect charge used 
Pins can be deflected if work surface has obstructions 
Hearing damage if ear protection not used 
Debris in eyes if eye protection not worn. 

Personal Protective Equipment


