
The Safety Information on this assessment has been developed for Hireworks Ltd to assist in the safe operation of 
this equipment. This information contains general information only and should not be relied upon as a substitute 
for professional advice, which the user should seek before operating. Once printed this is an uncontrolled copy.  

NAILING GUN 7

Operating and Safety Instructions

Nailing Gun  - Impulse Gas Battery

USES Building industry - timber framing, fencing etc. 
PRE CHECK
Read and understand operating and safety instruction supplied with nail gun 

Correct nails for gun 
Battery Charged. Fuel cell full. 

STARTING
Load fuel cell 
Load battery. Check battery indicator light is flashing green 

Load nails 

When loading above items ensure the gun is pointing to ground and your hand is off the trigger 

OPERATION
Press nose piece of tool against work surface and hold firmly 
Pull trigger 
Release form surface and repeat above for additional shots 
Full fuel cell will fire approx 1000 nails. Battery life approx 2 hours. 

STOPPING
Remove battery and fuel cell 

SAFETY PRECAUTIONS AND EQUIPMENT
Eye and hearing protection. 
Do not point the nose piece of tool at yourself or anyone else. 
Use in well ventilated area.  Do not smoke whilst handling fuel cell 
Watch your work space fasteners may fire through the work piece and slide ways through the work piece thus 
endangering people. 
Only operating when holding the tool on the work piece. 

HAZARDS
Treat tool as loaded and ready to fire at any time. 
Keep children and animals well clear of work area. 
Wrong sized nails 
Inexperienced operator 
Hidden pipes, cables etc 

Personal Protective Equipment


